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Technical Tips and Tricks 
 
 
Roller comparison - The right choice of roller applicators! 
 
Choosing the right roller applicator is determining the final result essentially.  
You can choose between microfiber and polyamide rollers. 2 solid arguments for using the 
polyamide roller Deluxe 120 are: 
 
1.) The application rate of microfiber rollers compared to polyamide rollers is decreasing 

within a short period of time. As a result the performance per square meter is significantly 
reduced when using a microfiber roller instead of a polyamide roller. In order to ensure an 
equal application rate when using microfiber rollers they have to be exchanged regularly. 

 
2.) Generally the minimum layer thickness of the cured varnish coats must be at least around 

80µ. As a general rule this can be achieved when a total consumption of at least 300g/m²  
is adhered to. The application rate of microfiber rollers is below 100g/m², for polyamide 
rollers around 120g/m².  

 
The ideal levelling properties are dependent on the right application rate. Insufficient 
application rate might lead to streaking, orange peel effect or different gloss levels. The 
mentioned insufficient application rate in combination with a steadily decreasing application 
rate of a microfiber roller leads to the conclusion that only polyamide rollers can ensure the 
compliance of a long-term accurate application rate so that a consistent quality of work is 
guaranteed.  
 
 
 

Deluxe 120 (polyamide roller) 
 

 Constant application rate  
 Prevention of levelling disturbances  
 Extended durability 
 Higher performance per square meter 
 More cost-effective 
 

 
 
 

Conclusion: Because of the extended durability and constant application rate of finishes 
polyamide rollers are cheaper than microfiber rollers and a consistent quality 
of work is guaranteed for a longer period of time. The final acceptance of 
construction work and consistency of the finish during the period of use is 
ensured. 
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